PfisTER

Specifications

Features

1.8 GPM Flow Rate

70" Pullout Hose Length
1,2, 3, or 4-Hole Installation;
Deck Plate or Single Hole
Mounting Option

Braided Nylon Reinforced
Vinyl Hose

Reinforced Deck Plate with
Integrated Tie-Downs
360° Swivel Spout for
Custom Handle Positioning

Dimensions

2-1/4 [572]
MAX DECK
THICKNESS

Ashfield™
Pull-Down Kitchen Faucet

GT529-YPC Finish(©) 4
GT529-YPK Finish(x) 4
GT529-YPU Finish) 1
GT529-YPY Finish(v) 4

« 1,2, 3 or 4-Hole Installation
« Pforever Seal

+ Soap/ Lotion Dispenser Included

Code Compliance

Includes Metal Supply Nuts
High-Arc Decorative Spout
Adjustable Spray Volume
Control Feature
Ergonomic Spray Head
Produces Strong Spray or
Aerated Stream

Pforever Seal Ceramic

Disc Valve

Pforever Warranty®

« |APMO Certified
« CSA BI125 Certified
« ASME A112181

« CEC Compliant
« Cal Green Compliant

Pfister products are designed and
manufactured in compliance with the
following standards and codes:

« NSF 61/9 Annex G (Low lead)
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« ADA Compliant-ANSI A1171 (Lever handles only)
« ASME A11218.3 (Backflow Prevention)
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Optional Deckplate

1-800-PFAUCET (732-8238) - pfisterfaucets.com/support
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